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SKY+HD DRX895 1.5TB 





The new1.5TB HD box from Sky includes 1 TB of personal storage. Enabling the recording of whole series in superb quality HD.





The boxes are future-proofed for Sky’s 3D and video-on-demand services, due to arrive later this year.


The boxes are more compact than their predecessors. 


Picture quality is up 5 times better than standard. The DRX895 has superb quality digital sound.




















DRX895 SPECIFICATION





General





Operating voltage:            230v AC; 50Hz


Power consumption:         45w (max.) / LNB switching +13/+18VDC 275 mA MAX / 22kHz


Weight:                           4.1kg (packed)


Dimensions (W x D x H)    351mm x 265mm x 73mm (inc. rubber feet and connectors)


UHF modulator:		    CCIR PAL System 1; Ch. 21 to 69 ( factory setting is 68)


Operating temp. range:     +5°C to +45°C


Storing temp range:           -20°C to +60°C


Hard disc capacity:            1.5TB (1 TB personal storage space)





Connectors 





MAINS INPUT:		     IEC 320 2-PIN


DISH INPUT 1:                  female F-type 75Ω (950-2150 MHz)


DISH INPUT 2:                  female F-type 75Ω (950-2150 MHz)


TELEPHONE LINE:              RJ11, V90


RS-232:                            DB-9 female, data communications equipment (DCE) / EIA/TIA-232-E ITU-T V.28 115.2 kbit/s max


AERIAL IN;                        IEC 60169-2 female


RF OUT–1:                        IEC 60169-2 male


RF OUT–2:                        IEC 60169-2 male


DIGITAL AUDIO OUT:         OPTICAL AND COAXIAL digital-audio sockets for 5.1 surround sound


AUDIO OUT (L and R)         Phone sockets (RCA)


USB 2.0                            (for future connectivity) front and rear connectors


SCART:                              SCART (composite video out; RGB out)


HDMI:                              HDMI 1.1 TYPE A


ETHERNET:		      (for future connectivity) RJ45, IEEE802.3 10–BASE-T and 100BASE-TX


SATA:                                external HDD interface, SATA 1.0a
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